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AND UNDER LYING
SedimenTrap ™

O

=
/'\
Jil

|

D—=(

O

Kl
Jil
il

FOR PRICING AND AVAILIBILTY CONTACT:

StormChamber™
TOLL FREE: 1-877-426-9128
e-mail: info@stormchambers.com
WWW.STORMCHAMBERS.COM

9" SEPARATION
BETWEEN
ROWS

8", 10", OR 12" PVC
AS SPECIFIED

END CHAMBER

[AAARA]
OPTIONAL IN FLOW —/

LOCATION

8", 10", or 12" PVC

AS SPECIFIED,

INTO SIDE PORTAL

/

CATCH BASIN

MIDDLE CHAMBERS
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jCLEAN OUT RISER

START CHAMBER
AND UNDER LYING
SedimenTrap™

NOTE:

PLACE LIGHTWEIGHT
STABILIZATION

NETTING (SUPPLIED)

UNDER ALL STORMCHAMBERS™

CATCH BASIN

OPTIONAL IN FLOW
LOCATION

UP TO 30" O.D. PIPE,
AS SPECIFIED

STORMCHAMBER™
HEAVY WEIGHT
NETTING (SUPPLIED)

StormChamber ™
TOLL FREE: 1-877-426-9128

e-mail: info@stormchambers.com
WWW.STORMCHAMBERS.COM

StormChamber "
DETAILS
AND NOTES
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